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DESCRIPTION
COBRA is formulated to penetrate in airconditioner coils and fins to remove all types 
of soils. Upon contact with the surface of the coil, Cobra begins to react and flush 
soil to the surface. It is not necessary to rinse if applied in place to a functional unit. 
Moisture produced will rinse product from contacted surfaces. Rinsing is required on 
units that have been removed for repair or cleaning.

TECHNICAL DATA
FORM: Water based aerosol FLASH POINT: None
ODOUR: N/A FLAME EXTENSION: None
COLOUR: White foam SOLUBILITY IN WATER: 100%
DETERGENCY: Excellent SPECIFIC GRAVITY: 1.10
TOXICITY: 200ppm OSHA TLV %VOLATILE BY VOLUME: 0.95
WETTING ABILITY: Saturates pH: 13.00
STORAGE ABILITY: 1 year PROPELLANT: Hydrocarbon
COLD STABILITY: Do not freeze EVAPORATION RATE: Slow
PHOSPHATES: None BIODEGRADABILITY: No

For further information contact Minehan Agencies (07) 4774 4626.

APPLICATIONS
Hotels, Motels, Auto Repairers and Airconditioner Service.

For auto airconditioner coils, window units and central cooling systems.

DIRECTIONS FOR USE
Hold container 6-8 inches from surface to be cleaned. Direct spray between fins allowing product to penetrate inner surfaces. 
Allow to stand 5 to 15 minutes, longer if excessive soil is present, until foam reaction has ceased.

LTD
PTYAGENCIES


